
هدف از آزمون:  بررسی مقاومت بدنه اسپرینکلرها در برابر ضـربه و تأثیر 

آن بر روي عملکرد آن ها.

اسپرینکلرهادامنه کاربرد:   کلیه

(INSO 22253-1) , (BS EN 12259-1) , (UL 2351)  :شماره استاندارد

روش آزمون:  پس از نصب نمونه بر روي دستگـاه، آن را توسط سقوط یک 

وزنه از ارتفاع یک متري بر روي منحرف کننده جریان، آزمون می نمائیم. 

پس از پایان آزمون نباید هیچگونه تغییري در ظاهر نمونه مشاهده گردد. 

      

نام آزمون:  ضربه اسپرینکلر

ITE/LB.I-10کد دستورالعمل آزمون: 

تجهیزات ایمنی و آتش نشانی شرکت مهندسی 

آزمون ضربه اسپرینکلر
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 Test Name: Sprinkler Impact

Test Instruction Code: ITE/LB.I-10

Test purpose: Evalua�ng the resistance of the sprinkler body 

against impact and its effect on the opera�on of the sprinkler.

Applicability domain: All Sprinkler Types

Standard number: (UL 2351), (BS EN 12259-1), (INSO 22253-1)

Test method: A�er installing the specimen on the test 

apparatus, it shall be tested by the impact of a weight as it falls 

from the eleva�on of one metre upon the flow deviator. A�er 

the test, no visible change on the specimen shall be observed.

Sprinkler impact test
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